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OVETVIEW "

AWhat 6s New for HCM 201072
ABrief history of HCM multimodal analysis

ADevelopment of the HCM methodology
APedestrian LOS model
ABicycle LOS model
ATransit LOS model
AFDOT Q/LOS versus HCM 2010
AComplete Streets and General Plan Case Studies
ATraffic Impact and Sensitivity Case Studies
AQ&A

HCM 2010 Course | Urban Street Concepts: Pedestrian, Bicycle, and Transit Modes



Wneat's blew for=1UM 201! HCM 201072

((Hihe 2010 H iginvay Capacity Manual)

AVolume 1 i Concepts

AVolume 2 i Uninterrupted Flow Facilities

AFreeways, rural highways, rural roads

AVolume 3 i Interrupted Flow Facilities
AUrban arterials, intersections, roundabouts
ASignals at freeway interchanges,

ABicycle and Pedestrian trails

AVolume 4 i Supplemental Materials (Website)

HCM 2010 Overview & Multimodal Level of Service



Wnet's lew for 1M 201!; HCM 201072

AGuidance on How to Apply the HCM
AHow and when to use microsimulation

Alnterpretation and presentation of results
ANew Freeway Weaving Method
ANew Chapter on Active Traffic Management
ANew Arterial Street Method

AMultimodal Level of Service
ANew Roundabout Method

HCM 2010 Overview & Multimodal Level of Service



Wnet's lew for 1M 201!; HCM

(HCWM?2020rJrban Street Analysis)

APredict Stops, Speed, Queues

AModels signal coordination

Aforce offs, yields
AMixed street: signal, stops, roundabout

ASensitive to access management

Adriveways, median breaks

AService Volume Table

HCM 2010 Overview & Multimodal Level of Service
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